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Abstract 
 Particle Image Velocimetry (PIV) is an optical technique used for the visualization of fluid flow. PIV can be combined with other techniques to enhance the analysis of fluid flow. A novel far‐field plasmonic resonance enhanced nanoparticle‐seeded Particle Image Velocimetry (nPIV) has been demonstrated to measure the velocity in a micro channel. Chemically synthesized silver nanoparticles have been used to seed the flow. By using Discrete Dipole Approximation (DDA), plasmonic resonance enhanced light scattering has been calculated for spherical silver nanoparticles with diameters ranging from 15 nm to 200 nm in two media: water and air. The diffraction‐limited plasmonic resonance enhanced images of silver nanoparticles at different diameters have been recorded. By using standard PIV techniques, the velocity within the micro channel has been determined from the images collected. The plasmonic resonance effects of nanoparticles from different media as compared to metal nanoparticles are also examined. Localized Surface Plasmon Resonance (LSPR) effects by naturally occurring Chinese yam particles are observed and quantified.  Chinese yam particles are found by an atomic force microscope and a high‐speed optical dark‐field microscope.  The particles with diameters greater than 200 nm are found to contribute most to UV‐Vis absorption.  LSPR effects of silver nanoparticles by the Chinese yam particles lead to the red shift of the extinction peaks of the silver nanoparticles.  The wavelength shifts are quantitatively predicted based on DDA of the LSPR effects, which are sensitive to the 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local dielectric constant changed by the Chinese yam particles. This finding may open a new avenue to detect the biological sub‐micron particles or virus in solution. PIV gives a new perspective on fluid flow that is otherwise difficult to see. An application of PIV studying the flagella movement of Giardia Lamblis trophozoites is examined. Standard PIV techniques are employed using a combination of high‐contrast CytoViva ® imaging system to capture the images at high speeds and the Insight 3G software to measure the speed and direction of fluid motion generated by the microscale flagella. The PIV images illustrate how the flagella of the Giardia interact with each other and how they move in their environment. 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1. Introduction 
1.1 Background 
   Micro and nanotechnology has grown tremendously in recent years and the ability to track the flow of particles in these small systems is a major advancement. Particle Image Velocimetry allows for the tracking of particles in fluid flow to provide the instantaneous velocity of the vector field. The theory of PIV is a simple one. Images of particles are taken in succession and then the two images are analyzed to find the displacement between the particles. With the displacement and the time between the images known, the velocity can thus be calculated. Nano‐PIV (nPIV) takes the same basic principles of PIV and applies them using nanoparticles as the tracer particles. Due to the small size of the nanoparticles they are able to enhance the images by providing a more accurate representation of the flow. nPIV provides great insight into the analysis of velocity measurements.   In the area of fluid mechanics and aerodynamics, velocity field is one of the most important physical parameters [1, 2]. However the velocity measurement is not trivial, especially for boundary layers or micro channels in which inherent compressibility effects, temperature, and density gradient make the direct measurement of velocity somewhat more difficult. The existing flow diagnostic techniques are not well suited for such measurements. Pilot‐static pressure probes, Hot Wire Anemometry (HWA) [3], Laser Doppler Velocimetry (LDV) [4, 5], Molecular Tagging Velocimetry (MTV) [6‐9], Particle Image Velocimetry (PIV) [2, 10‐12], and micron resolution PIV (µPIV) [13‐16] etc. have many limitations. The 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pilot‐static probe is ineffective because of the inherent wave structure created by the probe and the additional requirement for temperature or density measurements. The hot‐wire probe becomes sensitive to the local mass‐flux and total temperature. Hence, data acquisition and data‐reduction procedures are subsequently more complicated, and velocity cannot be measured directly. Although non‐intrusive laser‐based techniques, such as LDV, PIV and µPIV do provide direct measurement of the velocity in such flows, both methods require seeding particles of large dimensions added to the flow. Due to the inertial effects of the particles, they may not be able to track the flow accurately, especially across the shock wave or the near wall region within the boundary layers. PIV has a significant degrading effect of increasing particle size [17]. As a comparison, MTV tags air or other molecules themselves and thus is able to follow rapid transitions: a shock wave in the flow. In MTV the global velocity information can be obtained and the spatial resolution is limited by tagging regions [8, 9, 18, 19]. In a universal point of view, seeding particles in MTV are molecules which are on the order of a few Angstroms and have perfect tracking property, while particles used in LDV and PIV are artificially injected which are on the order of 100 nm to tens of microns and may not be able to track the flow perfectly. A unique opportunity to resolve some of these difficulties is offered by a novel experimental technique, nano‐Particle Image Velocimetry (nPIV). Nanoparticles have many unique properties: some of them may not even be well described by traditional theories in physics and mechanics due to the breakdown of the scale law [18]. Among the properties, the plasmonics‐enhanced light scattering 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1.4 Tracer particles  
 Tracer particles are added to the flow so that they can be used to observe the path of the flow. The tracer particles that are used must satisfy two major requirements: they must be able to follow the streamline without slip and must be efficient scatters of the illuminating laser light. Nanoparticles are being considered as tracer particles due to their optical properties that illuminate laser light. A variety of nanoparticles have been considered including gold and silver nanoparticles.  First, it is important to consider light scattering from a particle can be calculated from Mie scattering theory. This reveals that light scattered by a particle is proportional to the square of its volume. The cross section σ of light scattering can be expressed as [25, 26]. 
                    (1)  where  V is the volume of the particle  ε is the dielectric constant of the particle  εm is the dielectric constant of the surrounding The light scattering power is the product of the cross section and incident light intensity, which can be seen in the equation below: P=σI                  (2)  where P is the light scattering power I is the light intensity 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Therefore, due to the light scattering, large particles always dominate smaller ones. When the radius of the particle decreases by a factor of 100, such as particles at diameters of 10 nm instead of 1 µm, the scattering power will decrease by 1012. The light scattering coming from the nanoparticles is weak and difficult to be measured. As a result, it will be extremely difficult to collect light scattering from nanoparticles if large dust particles are present. Table 1 shows typical scattering cross sections of particles as a function of the particle size. Therefore the smaller the particle is, the more difficult for it to be detected by Mie scattering. 
 
Table 1: Scattering cross section of particles as a function of diameters off resonance 
 
Particles diameters Scattering cross section (cm2) 
Air molecules at 0.3 nm a 10-26-10-28 
CO2 cluster at 10 nm b 10-17 
Silver nanoparticle at 20 nm c 10-12 
Seeding particles at 1 µm d 10-8 
Seeding Particles at 10 µm d 10-5 a Reference 26 b Reference 27 c Reference 21 d Reference 21   Second, tracking capability of seeding particles can be estimated by Stokes’ theorem. The basic assumptions of Stokes’ flow are that the flow is incompressible and the Reynolds number is very small. Thus, the inertia terms can be neglected in the Navier‐Stokes equations, and only the viscous force balances the pressure that drags the particle. The supersonic flow is compressible and temperature gradient in the boundary layer causes variations in viscosity. However, the local flow velocity fluctuation relative to the moving particle is still subsonic. Local Mach number fluctuation from its mean value is still below 0.3 when the free stream Mach number 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reaches 4 and below 1 when the Mach number reaches 7.2 for a zero‐pressure‐gradient adiabatic boundary layer at moderately high Reynolds numbers [28]. Therefore, Stokes’ theorem can still be used as an approximation to analyze how the nanoparticles follow the supersonic flows. The relaxation time of the particle can be expressed as [21]. 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being continuously stirred. At boiling point 10 mL of citrate solution (0.22 g of trisodium citrate, C6H5Na3, dissolved in 22 mL of H20) was added drop wise 1 mL at a time. The solution was left to boil for 1 hour. The large silver nanoparticles were prepared using the method described above. A 12 mL quantity was taken from the large silver nanoparticle colloid and placed in a 1cm by 2cm by 4 cm glass vial 3 mL at a time and irradiated by the second harmonic of Nd: YAG laser, l=532 nm for 30 minutes to prepare the small silver nanoparticles. The laser beam had a maximum laser power of J=1.1 J/cm2. To prepare the medium silver nanoparticle a similar method was used as described above; a silver nitrate solution (90.1 mg of 0.01 M AgNO3 in 500 mL of distilled H2O) was heated to boiling point as it was stirred. At boiling point 10.5 mL of the irradiated silver solution and 10 mL of citrate solution (0.22 g of trisodium citrate,  C6H5Na3, dissolved in 22 mL of H20) was added to the solution 1 mL at a time. The solution then boiled for 1 hour. The silver nanoparticles were further prepared before they were analyzed under the microscope. A 2 mL quantity of medium silver solution was diluted to 10 mL with distilled H20 and then filtered by a 100 nm filter. This procedure was repeated 3 times to give a total of 30 mL of filtered medium silver solution that was further diluted to 50 mL. A 3 mL quantity of small silver nanoparticles was diluted to 10 mL with distilled H20 and then filtered by a 100 nm filter. This procedure was repeated 3 times to give a total of 30 mL of filtered small silver solution that was further diluted to 50 mL. 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2.2 Size of Nanoparticles   The size distribution of the nanoparticles is recorded by the dynamic light scattering (DLS) system (Brookhaven Instruments BI‐2000SM goniometer equipped with a PCI BI‐9000 AT digital correlator). The laser wavelength is 633 nm. The detector is located at the scattering angle of 90°. The DLS provides the hydrodynamic size distribution of the particles in the solution by the auto‐correlation calculation of the Brownian motion of particles. The size distribution of the silver nanoparticles can be seen in Figure 1. The diameter for most nanoparticles is about 52.1 nm. There are minor proportions in the size distribution of the nanoparticles. The nanoparticles less than 10 nm in the solution occur commonly for the synthesis process used. The size of particles that are obtained from DLS are always greater than those from electron microscopes due to hydrodynamic effects in the water [29]. 
  10 
                 Figure 1: Size distribution of silver nanoparticles in solution measured by DLS.  
DLS Size Distribution of Silver Nanoparticles 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Figure 3: The size distribution of silver nanoparticles measured by SEM.   
SEM Size Distribution of Silver Nanoparticles 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2.4 Plasmonic Resonance of Nanoparticles   Plasmonic effects is a generation of highly localized light fields in the near‐field of metallic nanostructures [30]. Light scattering, including Rayleigh and Raman scattering, can be significantly enhanced by the plasmonic resonance.  To quantify the plasmonic resonance effects, Discrete Dipole Approximation (DDA) method [31] has been used to calculate the light absorption and scattering from various nanoparticles in solutions and in air.  In Figure 4, comparison between silver nanoparticles with TiO2 nanoparticles at the same size is shown. With a diameter of 22.3 nm, silver nanoparticles show the resonance enhanced light scattering at 360 nm in air and about 400 nm in water. TiO2 nanoparticles show no resonance effects. 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In Figure 5, comparison between experimental and computational results of nanoparticle scattering is shown. In Figure 6, comparison of light scattering spectra among silver nanoparticles at different diameters in water is shown. The resonance peaks shift toward the red region and get broader when the diameters of the nanoparticles become larger. The position of the peaks and the width of the peak can be used to roughly estimate the diameters of the nanoparticles. Light scattering intensity can be plasmonic resonance enhanced if the incident light is around the resonance frequency. The cross sections for the silver nanoparticles can be resonance enhanced by more than 10 times when the incident light varies from about 300 nm to about 400 nm in water solution. Since it is only possible for the silver nanoparticles, light scattering from all other particles can be filtered or blocked efficiently, which will eliminate other disturbance from the dust particles for the velocity measurement. 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sensitive [34, 51‐52].  When the molecules are adsorbed or bound onto the surface of silver nanoparticles to form the additional layer, the local refractive index of medium in which silver nanoparticles immersed is changed.  The slight change of the surrounding refractive index results in the observable shift of LSPR peaks.  This shift has been employed to detect or sense the chemical and biomedical molecules in surroundings of the nanoparticles.  For example, it has been reported to detect the chemical molecules [34‐35], streptavidin [38, 42, 53], protein antigens and antibodies [37], and DNA [40‐41].  It should be noted that the sizes of the most detected molecules and particles by this peak‐shift method are much smaller than the noble metal nanoparticles used for detection.  The larger particles such as more than 100 nm have not been detected by this peak‐shift method yet.  The LSPR effects by naturally occurring biological particles at sub‐micron scales in the mucilage of the tuber of the Chinese yam, is investigated.  Chinese yam particles are firstly characterized by AFM and high‐speed optical dark‐field microscope.  Optical extinction properties of the particles are recorded.  Then the peak shifts of LSPR peaks of silver nanoparticles influenced by Chinese yam particles are observed.  The change of the local dielectric constant induced by the interaction of LSPR of silver nanoparticle and Chinese yam particles are quantitatively predicted by the simulation employing Discrete Dipole Approximation (DDA) method.  Finally, applications of finding for in‐situ and quantitatively detecting the biological particles in solution are discussed.  
  20 
3.2 Experimental Procedure   The mucilage from the Chinese yam were grated from its tuber and dispersed into the distilled water. After that, the sample of Chinese yam was centrifuged at 4400 rpm for 5 minutes. Then, the supernatant was dialyzed overnight with ddH2O through a cellulose membrane (Sigma‐Aldrich, D9277) allowing free pass of chemicals less than 12,500 Daltons.  After dialysis, the Chinese yam sample was centrifuged at 4400 rpm for 10 minutes. The samples were then filtered by the 450‐nm filters, 200‐nm filters, and 20‐nm filters (Nylon filters, Whatman Inc.). The filtered solutions were labeled as Y‐original, Y‐450, Y‐200, and Y‐20, respectively. Every filtered yam solution with the same amount were mixed with the silver solution with the same ratio. It is worth to note that all the water used was treated by the 20‐nm filters in order to exclude any particles greater than 20 nm. All the experiments were performed at the room temperature and stored at 4oC.   Silver nanoparticles were synthesized by a chemical reduction method [54].  AgNO3 (81 mg) was dissolved in 450 mL of water. After boiling, 8 ml of 1% sodium citrate was added into the solution. The color of solution turned gray after a few minutes. The mixture solution was kept boiling for 1 hr, then it was cooled down to room temperature.  The silver nanoparticle solution was filtered by the 200‐nm filters before the measurements were taken.  The morphologies of the dried yam particles were observed using Agilent 5500 atomic force microscope (AFM, Agilent Technologies, Santa Clara, CA). The Chinese yam particles in solution were observed by the Nikon E600 microscope 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Herein, the ‘wet’ particles in the solutions were observed by an optical dark-field 
microscope.  The optical dark-field microscopy employs the optical scattering effects to 
observe the particles.  Due to scattering effects, the spots in dark-field images for the 
nanoparticle are larger than their actual sizes [55-56].  Still images of the particles were 
severely disturbed by the remains on the glass slides and cover slips, even after washing 
the slides and cover slips carefully following a sophisticated protocol [57].  So instead, 
with the help of a high-speed camera, the moving particles were captured, which can 
totally exclude any remains on the glass slides or cover slips.  The result is shown in 
Figure 8.  In the dark-field grayscale, the particles display bright or gray spots.  The large 
particles inevitably emerge in the original solution due to the preparation of samples and 
the aggregation of sample particles.  However, there are more particles with sizes less 
than half of a micron in the images.  The intensities of these particles in the grayscale 
images are different.  For similar half micron spots in the images, the intensity is darker 
with decreasing sizes.  So those images also exhibit rough size-distribution of the 
particles.  Few particles can be observed in the samples treated by 200 nm filters.  
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The filters with decreasing sizes were used to isolate yam particles in solution. The optical extinction properties of the Chinese yam particles were characterized, as shown in Figure 9 and Figure 10.  For all the samples, the similar strong ultraviolet absorption and visible transparence are shown.  These effects show that the particles and molecules in the solution have similar compounds.  The strong extinction response exhibits when the particles with sizes of between 200 nm and 450 nm, as shown in Figure 10. The optical extinction of particles with sizes of between 200 nm and 20 nm is very weak, which means that those particles with sizes of less than 200 nm are relatively rare compared with lager particles.  This is consistent to the results obtained by both AFM and optical dark‐field microscopy.  In summary, the particles with sizes from 200 nm to 450 nm are abundant in mucilage of Chinese yam and contribute to the significant optical extinction effects. 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In Figure 9 and Figure 10, one of the extinction bands is located at the wavelength of about 280 nm.  This is due to one of the compounds from the samples, protein.  Protein has been characterized in the tuber of the Chinese yam [58‐59].  Some proteins are noted to have an absorption peak at 280 nm [60‐61].  In particular, amino acid (Tyr and Phe), which have the absorption peaks at 280 nm, are confirmed in the Chinese yam protein [28].  Besides protein, starch (or polysaccharide) is also abundant in the tuber [62‐63].  However starch has no absorption peak at 280 nm.  Furthermore, granule of the starch from Chinese yam were observed about 10‐ 40 µm[64].  So the particles observed here not only contain starch, but the protein is another abundant component of these particles.  In addition, Chinese yam particles and solutions that filter out all particles have the same ingredients since they have similar extinction behaviors, as shown in Figure 9 and Figure 10. The extinction band for Y‐original in Figure 9 is not as obvious as others. Original solution (Y‐original) without filtering is from the mucilage of the tuber. The mucilage is thick and gluey, which contains many compounds such as protein, carbohydrate, fat, and dietary fiber [65]. The extinction peaks from protein are suppressed to some extent by these compounds. After passing through 450 nm filters, the large particles are excluded. The compounds of the filtered solution including passing through 200 nm filter and 20 nm filter are relatively uniform. The extinction peaks of those solutions are thus obvious. 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The extinction spectra of the mixture of Chinese yam solution and silver nanoparticles are shown in Figure 13.  The extinction spectrum of silver nanoparticles and that of the mixture of silver nanoparticles and Y‐450 solution are shown in Figure 13 a.  There are no new extinction bands at the longer wavelengths of 500 nm‐800 nm.  These effects indicate that there is no significant aggregation in the silver nanoparticles solution and the mixture solution [65].  The extinction peaks of silver nanoparticles in the mixture solution are clearly shifted.  It should be noted that due to the tilted extinction edge of the Chinese yam solutions, the LPSR spectra of silver nanoparticles after mixing with Chinese yam solution should be obtained by subtracting extinction spectra of Chinese yam solution from those of the mixtures.  The wavelength shifts can be observed by comparing the extinction spectra of original silver nanoparticles and those of the subtracted results.  For mixing with the yam original solution (Y‐original), the shift is about 14.25 nm (Figure 13 b).  For mixing with Y‐450 sample, the shift is about 5 nm (Figure 13 c). For mixing with Y‐200 solution, the shift is about 3.5 nm (Figure 13 d).  The shift of 3.5 nm is due to biological molecules in the solution, such as the protein and starch.  Excluding this contribution, the shift of mixing with Y‐original and Y‐450 are due to the interaction of silver nanoparticles and yam particles. 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3.4 Simulations and Discussion 
 Open source software DDSCAT 7.1 is used to calculate the LSPR scattering and absorption spectra of silver nanoparticles based on Discrete Dipole Approximation (DDA)[66‐67].  In this approximation the target is represented by an array of point dipoles.  The scattering and absorption behavior of the target can thus be calculated by the interaction between incident light and the dipoles.  The DDA method offers the capability of calculating scattering and absorption from complex geometries.   For the current calculation, the refractive index of bulk silver is taken from Palik [68]. Considering the collision of the conduction electrons with the particle surface, the dielectric constant of silver particles are modified according to the equation in the literatures [69‐70].  The refractive index of water is from the reported data [71].  The shape of the silver nanoparticles is set as ellipsoids with a diameter ratio of 1.2:1:1.  The effective radiuses of the ellipsoids are 45.63 nm, 36.29 nm, 28.86 nm, 5.81 nm, 4.62 nm and 3.68 nm according to the relative ratios of experimental DLS results.  (The effective radius is defined as the radius which generates the sphere with the same volume of the particles [66‐67, 68]. The simulation for the extinction spectrum of the silver nanoparticle solution is shown as dashed lines in Figure 13 a.  For silver nanoparticles, the slight variation of the surrounding refractive index makes the extinction peaks shift [52, 72].  In particular, as obtained from the simulation, a 3 nm of peak shift corresponds to a 0.0167 of 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refractive index variation; a 5.0 nm and a 14.25 nm peak shifts corresponds to a 0.0238 and a 0.0669 of refractive index change, respectively.  The yam solution filtered by the 200 nm filters have been verified to contain few particles by AFM and optical extinction results.  Therefore, this solution can be regarded as the background solution, which only contains the small protein, starch and other molecules. The background solution increase to 0.0167 of the refractive index of medium.  The particles with sizes between 200 nm and 450 nm interacted with silver nanoparticles effectively increasing 0.0071 of the surrounding refractive index.  For the particles with sizes that are greater than 450 nm, this effective value is 0.0431.  The peak shifts are due to the interaction between silver nanoparticles and target molecules or particles.  In particular, the connections between the surface of metal (Ag and Au) nanoparticles and targets change the local surrounding refractive index [34‐35, 37, 52].  The connection of chemical molecules and the surface of silver nanoparticles can be due to their chains or groups, such as alkyl chain for CH3(CH2)x SH [34‐35].  The bindings between biological molecules and metal nanoparticles involve the functional group of the surface of metal nanoparticles [38, 40‐43, 53] and charge absorption [37].  For most biological materials, the functionalization of the surfaces of silver and gold nanoparticles is the general procedure.  This procedure can allow the nanoparticles recognize the special targets.  In our study, the silver nanoparticles have not been functionalized.  However, the silver nanoparticles significantly interact with the Chinese yam particles through the peak shifts.  The connection between silver nanoparticles and 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Chinese yam particles can be due to the interaction of protein and the surface of silver nanoparticles [73].  Since the sizes of yam particles are so large, the yam particles cannot make an isotropic layer around the silver nanoparticles.  The silver nanoparticles only feel the limited yam particles at one or several directions.  So the observed peak shifts make a promising method to detect large biological particles, even individual biological particles.  Lots of efforts employing LSPR for detection are limited to molecules or some small particles, such as DNA. One of the possible applications of current observation is for the detection of virus.  Most viruses have size ranges between the largest protein molecules and the smallest independent cells, which is about 30 nm‐500 nm [74].  Lots of virus always contain the protein on the surface. There are some methods for detecting intact virus, such as surface plasmon resonance [73, 75]. But this method always functionalizes the silver nanoparticles with special antibodies. Considering that viruses have a size much smaller than normal cells but are still larger than most cells in blood, this peak shift of the LSPR method offer great potential to detect the intact virus, such as HIV in blood, with minimal preparation.  The individual silver nanoparticle will also change the extinction peak when the viruses pass by the silver nanoparticles. So based on the peak shift of local surface plasmon resonance, silver nanoparticles can be used to in‐situ detect the particles greater than 200 nm in a solution. 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A broad‐spectrum white light source was also employed to obtain images. The white light was focused through a cylindrical lens similar to the single pulse laser. The shutter of the camera along with the CCD was used to prevent over‐exposed images. The high‐speed camera using “CameWare” software was used to capture both laser and white light images.             A pump from the Varian ProStar solvent deliver module regulated the flow rate of the silver nanoparticle solution. The flow rate ranged from 0.01 mL/min to 3.2 mL/min for small and medium silver nanoparticles using both the single pulse laser and broad‐spectrum white light source methods.  
  Figure 14 (a) The diagram of nano‐PIV setup used dark field illumination, (b) the schematics of the micro channel 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 Following the analysis used in µPIV, the final sizes of spots recorded by CCD can be estimated by this following equation [15],         (15)  where de is the final imaged particle diameter M is image magnification (100 ×) dp is the particle diameter (~35 nm)  λ is the light wavelength (500 nm or 532 nm) NA is the numerical aperture of objective lens (1.3).   So the final imaged particle diameter of silver nanoparticles is about 6 pixels in the images, which corresponding to about 72 µm in the images.   
4.2 Data Acquisition  
 The graphic user interface “Insight 3G” was used for processing the images from the camera to attain velocity vector maps. Cross‐correlating the images in the interrogation regions from consecutively recorded image pairs was used. Each image was pre‐processed with several steps. First, the images were treated with a Gaussian image filter with 15 pixels and 1.5. Then, the background of each image was subtracted using the minimum intensity generator to produce a clear image for processing. A nyquist processing setting was used with a spot width of 128 pixels x 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 Note that the shadow of the cell was overlaid onto the vector field. PIV vector field of flow around attached trophozoites. Two typical vector fields, showing the flow of the ZnO nanoparticles around attached cells.  Figure 21 a shows a comparison of two frames at the start of the downward beating motion.  Figure 21 b shows a comparison of frames near the end of the downward motion of the flagella.  An image of the cell recorded has been superimposed over the vector fields to demonstrate the relative position of the cell.  Red arrows indicate high‐speed flow of greater than 100 µm/s.  Note that nanoparticles are pulled towards the cell and then rapidly pulled past the cell.  Since only two frames are compared at a time to generate the vectors, the complete flow cannot be shown. Similar to the analysis of the movement pattern of the flagella, the PIV data demonstrated a rapid downward flow close to the cell body ranging from 150‐215 µm/s. Since the PIV vector maps are only a comparison of two frames, the pattern of flow may not be obvious; however, when observing the real‐time movement of the particles, the pattern was clearly evident.  The observed flow pattern confirmed the earlier hypothesis that the downward motion of the flagella was generating a strong push of fluid, while the upward stroke had a considerably smaller fluid push.  It should be noted that in Figure 21, a shadow of the cell was overlaid onto the vector field.  Particles were tracked that were not in the focal plane of the cell, resulting in what appears to be a flow of particles underneath the attached trophozoite  However, ZnO nanoparticles did not flow underneath the adhesive disc, but instead 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flowed around the body of the attached cell.  Similarly, no backflow underneath the adhesive disc from the ventral flagella was observed.  The flow data obtained from this PIV study represents the first time that PIV has been applied to Giardia, and provides significant insight when combined with the flagella analysis and function of the different flagella.  Specifically, the PIV analysis confirmed that the anterior and posterolateral flagella generated a strong directional propulsive force characteristic of a power stroke.  This fluid motion was not directed away from the body along the flagella axis, as would be found with a sinusoidal motion.  However, the ventral flagella moved fluid away from the adhesive disc along the flagella axis.  The confirmation of different fluid movement generated by the various flagella pairs further indicates their functional differences and the complex swimming motions employed by Giardia trophozoites.  
7. Conclusion   A novel far‐field plasmonic resonance enhanced nanoparticle‐seeded Particle Image Velocimetry (nPIV) has been demonstrated to measure the velocity in a micro channel. Chemically synthesized silver nanoparticles have been used to seed the flow. By using Discrete Dipole Approximation, plasmonic resonance enhanced light scattering has been calculated for spherical silver nanoparticles with diameters ranging from 15nm to 200nm. Optimum scattering wavelength is specified the nanoparticles in two media: water and air. The diffraction‐limited plasmonic resonance enhanced images of silver nanoparticles at different diameters have been 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recorded. By using standard PIV techniques, the velocity within the micro channel has been determined from the images. Chinese yam particles in the solution have been characterized by AFM for dried ones and dark‐field optical microscope for “wet” ones.  The yam particles illustrate the strong ultraviolet extinction and transparence in the visible range.  LSPR effects of silver nanoparticles influenced by the yam particles are experimentally observed.  The peak‐shifts of the LSPR spectra was simulated and quantified by associating with the local refractive index variation.  The LSPR effects on naturally occurring particles may be used to in‐situ and quantitatively detect large biological particles or virus in solution. The use of PIV shed new light on the swimming motion of Giardia trophozoites. It was seen that the motion of the flagella generates a clear power stroke and have a beating motion similar to ciliary motion. It was also discovered that during the attachment process, the Giardia trophozoites change their swimming behavior that results in a more controlled motion. PIV was able to offer new insight on the flagella motion of the Giardia trophozoites. 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